FIRE SAFETY REPORT
Motor Caravan Overnight Parking

Abstract
Fire Decisions Limited has been commissioned to provide technical fire safety
information around the use of non licensed caravan sites for a limited period of
time for motor caravans only . This report covers the key aspects around the
management of fire safety and related legislation only
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Introduction
As motor caravan use in the UK becomes more popular, additional areas that are not formal
campsites are being sought out by users of self contained motor caravans.
Within mainland Europe most towns and areas have sites for motor caravans to stay for one or
two days, sometimes free (to encourage visit to the local community) and sometimes at a small
charge. These are called Aires in France for example and stellaplaz in Germany. Unlike
campsites they have few facilities and no warden.
One of the biggest concerns about setting up similar areas within the UK is the issues around
fire safety.
The purpose of this report is to detail the main fire safety issues and guidance.
Whilst this report is written based on the legislation and guidance for England and Wales, a
similar regulatory regime exists for Scotland and Northern Ireland.

Fire Safety Legislation
The Regulatory Reform (Fire Safety) Order 2005 [Fire Safety Order] is the main fire safety
legislation in England and Wales and this came into force on 1st October 2006. There is
similar legislation for Scotland.
The Fire Safety Order applies to virtually all buildings, places and structures other than
individual private dwellings e.g. individual flats in a block or family homes. It also does not apply
to vehicles that a licence is in force for, under the Vehicle Excise and Registration Act 1994.
The legislation is enforced by the Fire & Rescue Service, It is a criminal offence not to comply
with the relevant Articles of the Fire Safety Order.
The Fire Safety Order places the emphasis on risk reduction and fire prevention. Under the
Order the person, known as “the responsible person,” is required to:
• Take general fire precautions,
• Carry out a fire risk assessment to identify dangers and risks,
• Have in place fire safety arrangements,
• Consider means of fighting a fire and raising the alarm in case of fire,
• Protect the means of escape,
• Maintain general fire precautions, and facilities provided for use by fire-fighters,
• Review the findings of the risk assessment, when necessary.
The Fire Safety Order defines the responsible persons as; for a workplace, the employer and in
all other premises the person or people in control of the premises. If there is more than one
responsible person in any type of premises, all must take all reasonable steps to work with each
other.
The Fire Safety Order also uses the term ‘relevant person.’ This is defined as “any person
(including the responsible person) who is lawfully on the premises and any person in the vicinity
of the premises who may be affected by a fire on the premises.”
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Application of the Fire Safety Order to a Short Stay Overnight Motor Caravans
Parking Area.
Once an area is used for overnight parking of a motor caravan with overnight sleeping
accommodation, then Regulatory Reform (Fire Safety) Order will apply [refered to as “The Fire
Safety Order]and as in the case of a campsite, additional measurers will be required under the
Fire Safety Order.
As the motor caravans using the site will all fall under the exemption for road vehicles, then it is
only the site itself that the Fire Safety Order will apply to.
This could be seen as a similar situation as a block of flats. Each flat as a dwelling does not fall
under the Fire Safety Order, however the common parts like the staircase and corridors under
the control of the owner do fall under the Order.
As a short stay overnight parking area, it is likely that no one is employed to work there and so
there is no employer for the site. Under the Fire Safety Order if there is no employer, then the
responsible person will be the person who is in control of the site, in most cases this will be the
owner of the land.
There is a requirement for the responsible person to carry out a fire risk assessment under the
Fire Safety Order.
The key area for overnight accommodation areas is the requirement under Article 8 of the Fire
Safety Order. (Note the Regulatory Reform (Fire Safety) Order does not have paragraphs or
sections but is divided into a number of ‘Articles’.) and the Duty to take General Fire
Precautions. This Article states that the ‘Responsible Person’ must;
“in relation to relevant persons who are not his employees, take such general fire
precautions as may reasonably be required in the circumstances of the case to ensure
that the premises are safe.”
This means the owner of the area must take into account the requirement for general fire
precautions for the area considering people who may be there, especially those sleeping.
General fire precautions are defined in Article 4 of the Fire Safety Order as;
1) In this Order “general fire precautions” in relation to premises means, subject to
paragraph (2)—
(a) measures to reduce the risk of fire on the premises and the risk of the spread of
fire on the premises; [my emphasis added]
(b) measures in relation to the means of escape from the premises;
(c) measures for securing that, at all material times, the means of escape can be
safely and effectively used;
(d) measures in relation to the means for fighting fires on the premises;
(e) measures in relation to the means for detecting fire on the premises and giving
warning in case of fire on the premises; and
(f)
measures in relation to the arrangements for action to be taken in the event of
fire on the premises, including—
(i)
measures relating to the instruction and training of employees; and (ii)
measures to mitigate the effects of the fire.
Paragraph 2 refers to workplace process fire safety measures and is not relevant here.
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However, the risk of spread of fire is within the control of owner. This can be controlled by
providing adequate spacing between vehicles. This is the crux of the issue within this report.
As an open motorhome parking area, means of escape and means for securing the means of
escape are not applicable. Firefighting equipment and means for detecting and giving warning
are covered elsewhere in this report, along with the arrangements to be taken in the event of
fire.
To help the responsible person, the Government has published a number of guidance
documents for different types of premises. These guides have a special legal status, although
they are not an approved code of practice, they are the bench mark standard the fire service will
use when considering the necessary fire precaution matters.
The primary guide that will apply to any motorhome parking area will be the HM Government
Guide "sleeping accommodation". This is the correct guide to be applied, because in the
introduction under "who should use this guide?" it states that; “the premises addressed in this
guide include camping, caravan holiday parks (other than privately owned individual units) “

Risk of Fires and Fire Spread in Motor Caravans
Due to the nature of a motor caravan, with an internal combustion engine, cooking and heating
facilities along with electrical and other gas devices, there will always be a risk of fire.
Looking at the most recent copy of the UK Government Fire and Rescue Service Incident
Statistics for England shows that between May 2019 and June 20202 there were;

Fire-related
fatalities

Primary fires
Vehicle type
Total
Car
Motorcycle
Van
Lorry/HGV
Bus/Coach
Agricultural vehicles
Other road vehicles5

Total
20,539
12,674
2,214
2,142
851
250
638
1,770

Accidental

Deliberate

10,709
6,723
304
1,156
785
230
602
909

9,830
5,951
1,910
986
66
20
36
861

Total
16
12
0
1
1
0
0
2

Acc

Non-fatal
casualties
Del

6
3
0
1
1
0
0
1

Total
10
9
0
0
0
0
0
1

Acc

549
274
23
54
19
76
12
91

Del

487 62
233 41
17 6
52 2
19 0
76 0
12 0
78 13

5 Other road vehicle includes: Bicycle, Caravan on tow, Caravan unspecified, Minibus,
Motor Home, Multiple vehicles, Other, Tanker, Towing caravan elsewhere and Trailers.
It is not possible from the data to breakdown any further the “other road vehicles” from the data
supplied from the Government, which in turn comes from Fire and Rescue Services, specifically
into motor homes (motor caravans).
Some recent examples of motor caravan fires though, are available by searching on the
internet.
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Photo 1 Brighton November 2016 Motor caravan on fire
Parked in a street

Photo 2 Motor caravan home on fire in caravan site
Brighton December 2016

Photo 3 Cheltenham July 2017

Photo 4 A35 Devon January 2018
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Photo 5 Deal, Kent August 2019
(Note how flames and heat is upwards rather than sidewards)

Photo 6 M6 Staffordshire September 2019

Like most vehicles, there is a risk of ignition whilst driving due to a mechanical faults, as 2 of the
examples above show.
As well as individual motor caravan fires, it is possible for a fire to spread from one vehicle to
another. In all document cases available at the present time, these relate to motor caravan and
caravans that have been stored close together, either at commercial storage facilities or dealers
forecourts.
Below are a number of examples of these. In all cases the vehicles are parked closer together,
with separation distances of about 1 metre.
Commercial Motorhome Dealers East Sussex

An electrical fault in a motor caravan caused a fire to start, which spread to adjacent vehicles.
In total six motor caravans and two caravans on a retail premises were completely destroyed by
fire and a further eight motorhomes were damaged by radiated heat and smoke.
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The fire started in the early morning when the premises were unoccupied and was captured on
a security CCTV camera located on a pole in the centre of the site.
The camera footage showed that the headlights of a motor caravan had come on minutes
before it ignited. This motor caravan was an older second-hand vehicle and it had been parked
in the same position for about three weeks prior to the fire.
Due to severe fire damage, it was not possible to identify the exact origin of the electrical fault.

–

Photo 7 from ESFRS CCTV of the fire

Photo 8 from ESFRS note spacing between vehicles

Motor Caravan and Caravan Storage Facility

Wales, May 2016. An accidental fire at a motor caravan and storage facility destroys 18 motor
caravan and caravans and damages a further 13.

Photo 9
Commercial motor caravan and caravan dealers

A suspect arson attack on a commercial motor caravan and caravan dealers on the Kent/East
Sussex Boarder in October 2017. 20 motor caravans and caravans damaged in the fire.
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Photo 10 Note the separation distances between vehicles

Motor caravan rental depot Essex

March 2019. An accidental fire at a motor caravan hire storage facility destroys 17 motor
caravans and 10 caravans. The moto caravans were unoccupied at the time. The fire is
believed to have started as a result of a defect in a gas powered fridge. The site was covered
with CCTV and so the progress of the fire can be seen and the times for fire development noted,
with regard to spread.

Photo 11 First indication of fire

Photo 12 6 minute 22 seconds after ignition

Photo 13 16 minutes 26 seconds after ignition,
Sufficient light from flames causes CCTV to switch,
To daylight mode, still no fire spread.
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Photo 14 18 minutes from ignition,
flare-up occurs, likely tyre bursting

Photo 15 18 minutes 34 seconds no fire spread to Photo 16 After 4 fireballs, tyres bursting etc.
Adjoining van
at 22 minutes additional vehicles are
involved.
The Fire Service are seen to arrive 39 minutes after first ignition noted on CCTV but fire not
discovered for over 20 minutes, so arrival time is approximately 19 minutes from time of call.
Whilst there is a lot of information available on fires that have spread between motor caravans
and caravans, in each case they have been at commercial premises where no persons would
be sleeping in the vehicles. As a consequence the vehicles have been parked closer together
to maximise the available commercial space.
Research has been carried out previously on the risk of fire spread between Park Homes and
Holiday Homes (Park Home being a home used as permanent residency and a holiday home
being a large residential type caravan permanently kept on a camp site but only used during the
holiday season. Also see Carter v. Secretary of State for the Environment [1994] for definition
of park home).
This research was carried out by the Building Research Establishment (BRE)IP15/91 in 1991
and led to the distances detailed in the Model Standards for caravan sites. The research found
that, due to the plywood skin of the park home, a separation distance of 6 metres is required to
prevent fire spread, and for a holiday home a distance of 5 metres is required with 3.5 metres at
the corners. No combustible material should be within 3 metres.
This figure of 6 metres for park homes is now a frequently quoted figure.
The BRE have also undertaken research on fire spread in car parks (BD 2552). In this case it
is only with regard to motorcars and mpv type vehicles and is not applicable in this case.
Commentary
Firstly, the BR*E reported with the much quoted figure of 6m needs to be understood fully in
context. The Building Research Establishment tests (copy attached as Appendix 2 ) did not
involve touring caravans or motor caravans, however this research is helpful in giving guidance
on when ignition is likely to occur to a second item. The ignitability test research found that “the
wall structure of an aluminium skinned holiday caravan did not ignite at irradiance below
50kW/m2”.
In the test fire for the holiday caravan, the peak irradiance at 3m never exceeded 40kW/m2
during the 30 minute test and peaks at this level approximately 12 minutes into the test. This
compares to the park home (wooden structure) which had a peak irradiance of 80 kW/m2.
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(From BRE IP 15/91)
The reason for the difference in the heat output is explained in the way both units burn. The
roof of the holiday caravan failed very quickly allowing the fire to burn upwards, drawing air
(oxygen) through the doors and windows that failed. The park home, with a more robust roof
structure, did not behave in the same way. The roof remained intact for sometime and so the
flames jetted from the doors and windows, resulting in a more severe fire and a greater amount
of radiated heat.
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It is worth considering the test results in comparison with recent real fire cases for motor
caravans. Firstly the construction of motor caravans is substantially different to park homes,
(timber), and holiday home construction of the late 1980’s. The tests being carried out in 1991.
As can be seen in the photographs for all the single motor caravan fires and the early stage of
the hire site fires, photos 1, 2, 4, 5, 6, 13 & 16 above. Motor caravan fire occur in a similar way
to the holiday home. In that once the fire has sufficiently developed, the fire spreads upwards,
with failure of the roof. Not unexpected as nearly all motor caravans will have some form of
opening in the roof. This means that there is limited flame jetting from doors and windows.
Where recorded cases of fire spread between motor caravans has occurred, it has been at night
in sites where the fire has not been discovered for some considerable time and the motor
caravans are closer than 3m to each other.
This is unlikely to occur in any of the sites proposed, as each site will by the very nature of its
use, have persons presence. In the (unlikely) event of a motor home fire occurring and the
occupant of the vehicle concerned not being able to raise the alarm, due to incapacitation etc.
Then the adjoining occupants are likely to be made aware of the fire, due to the sounds of the
fire in the later stages, such as tyres bursting etc. The light of the fire or their own smoke
alarms sounding as pyrolysis occurs. In any of these cases, sufficient time will be given for the
occupants to escape and there would be time for any other adjacent vehicle to be moved.
These case histories when combined with BRE test results shows that the risk to life safety from
a fire spreading from beyond the motor caravan or origin is low. In addition where there is
sufficient distance between vehicles, fire spread is unlikely to occur.

Guidance on Separation Distances
Having established that there is a risk of fire spread between motor caravans that are parked
too closely together, the next area to consider is what, if any guidance is available to the
responsible person and enforcing authorities regard separation distances.
Under the Fire Safety Order, the benchmark standard normally applied, is that detailed in the
relevant DCLG guidance, in this case the DCLG guide for sleeping accommodation.
This guide does mention the risk of fire spread and states on page 50;
"Fire can spread rapidly between caravans and between tents, if they are too close.
separation distances between units should be applied, e.g. 6m spacing for park homes.
Further guidance on caravan and tent fire precautions can be found in BS 5576, circular
14/89 Model Standards and BRE IP 15/91."

This guidance about 6m is specifically for Park Homes, and is not relevant in this case as they
are constructed differently and have a different fire loading, as shown in the BRE tests, which
are referred to within the DCLG guide and are previously covered in this report.
The British Standard mentioned, BS 5576 is the “Specification for fire safety features of camping
tents, awnings, trailer tents and caravan awnings” and again is not relevant.
This leaves the Model Standards. These Model Standards are produced under the Caravan
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Sites and Control of Development Act 1960. Within the DCLG Guide reference is made to the
1989 Model Standards. This standard only applies to Holiday caravans, these are the large
static type caravans, but only used during part of the year, rather than as a permanent
residential accommodation. These standards reflect the BRE research regarding separation,
under density it states;
"The minimum spacing distance between caravans made of aluminium or other similar
material with similar fire performance properties should be not less than 5 metres
between units, 3.5 metres at corners... ..Where awnings are used, the distance
between any part of the awning and an adjoining caravan should not be less than 3
metres"
The 1989 Model Standards still apply for holiday caravans but for permanent sites, i.e. those
where people live in them all year round as their main home, they have subsequently been
updated in 2008. However, the 2008 Model Standards only apply to permanent sites as
opposed to holiday home or touring type sites.
This is confirmed within the introduction, which states;
“These standards only apply to those sites which contain caravans that are used as
permanent residential units. They do not apply to sites used exclusively for holidays or
touring caravan sites”
There is a similar comment in the 1989 Model Standards about them not applying to touring
caravan sites.
There is a 1983 Model Standards for touring caravan sites. This details a number of criteria for
sites including number of toilets, requirement for telephones, number of taps etc.
There is a section on spacing, which states that;
Every unit should be not less than 6 metres from any other unit in separate family
occupation and not less than 3 metres should be permitted between units in any
circumstances.
Vehicles and other ancillary equipment should be permitted within the 6 metres space
between units in separate family occupation but, in order to restrict the spread of fire,
there should always be 3 metres clear space [my emphasis added] within the 6
metres separation.
Of interest is that the DCLG guide does not reference the 1983 standards, there are no records
of these 1983 standards being updated, given that they are now some 34 years old. It is not
clear within these Model Standards if this requirement for 6 metres is for fire safety reasons or
for other reasons. Given that it states that there should “always be 3 metres clear space” this
would seem to imply that fire spread requirement is 3 metres. This would be further supported
when the requirements for holiday caravans within the Model Standards are compared. This
allows 5 metres spacing and 3.5 metres at the corners between holiday caravans, which is less
that that for touring caravans, with less of a fire loading.
As no definitive guidance is given in the DCLG risk assessment guidance, it is necessary to look
elsewhere. There is guidance for music and similar events (HSG 195) known as the “purple
guide.” As frequently camping is part of these events, then the purple guide gives guidance on
this, including density;
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Site densities
665 Experience has shown that a density of up to 430 tents per hectare for rock/ pop
events is a realistic standard. At more family-orientated events, i.e. larger tents
with greater number of occupants, this density would need to be reduced, possibly
by around 50%.
666

It is desirable to provide separation distances between individual tents to make
the site safer from fire and trip hazards, etc. Provide people entering the site with
information and maps showing the camping areas and ensure there are sufficient
stewards to direct people to the appropriate areas as the campsite fills up.

At present no UK guidance is available specifically for separation distances for motor caravan
sites. There is guidance available through The Confederation of Fire Protection
Associations in Europe (CFPAE). They have issued guidance for fire safety in camping sites.
This states that it reflects best practice developed by countries of CFPA Europe and the UK is a
member of this organisation.
Within the introduction to this guidance (CFPE No 20:2012 Fire Safety In Camping Sites) it
states that;
“This guideline has been compiled by the Guidelines Commission and adopted by all fire
protection associations in the Confederation of Fire Protection Associations Europe.
These guidelines reflect best practice developed by the countries of CFPA Europe.
Where the guidelines and national requirements conflict, national requirements must
apply.”
As there are no national requirements and the UK has signed up to this document, it is an
appropriate standard to be applied. A copy of this guide is attached as Appendix 2.
The specific guidance for spacing for motor caravans (referred to in the CFPA guide as
‘Camper’ – A self propelled vehicle used for overnight and dwelling purposes and ‘Camping unit’
- Caravan or camper including possible tent or similar) is
"The free distance between each camping unit should be 3m preferably 4m".
This requirement for 3 metres would also be in keeping with the 3 metres referred to within the
1983 Model Standards and the BRE research of ignition within 3 metres.

The CFPA Guide then goes on to give additional guidance such as block spacing. This is
specific to camping sites and is not applicable for the proposed used covered in this report.
There is also the American standards for fire safety known as the NFPA standards. The
applicable standard is NFPA 1194 Standard for Recreational vehicle Parks and Campgrounds.
(In America motor caravans are known as RVs and the area an RV parks is known as a stand).
This NFPA standard states that “a stand or structure shall be located at least 10ft (3.0m) away
from any other stand or structure.”
Recommendation
That the CFPA Guide No 20:2012 Fire Safety In Camping Sites is the standard to be
applied for deciding motor caravan spacing. That the free distance between units should
be at least 3 metres and where possible 4 metres
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Actual Parking Bay Size
Given the guidance mentioned above, of the need for a minimum free space of 3 metres
between units, the next area to consider is that actual size of the parking area.
Whilst motor caravans come in many sizes, they are mainly based on a similar base chassis.
The base widths for the present base chassis taken from manufacturers details are as follows:
Base Chassis

Width

Citron Nemo
Citron Relay
Fiat Ducato
Ford Kombi
Ford Transit Custom
Ford Transit Connect
Ford Turneo
Mercedes V Class
Mercedes Vito
Nissan NV200
Peugeot Boxer
Renault Master
Renault Traffic
Volkswagen T2
Volkswagen T6

2.01 m
2.05 m
2.35 m
2.08 m
2.08 m
1.83 m
2.08 m
1.92 m
2.24 m
2.0 m
2.26 m
2.07 m
1.96 m
1.81 m
2.10 m

Typically manufacturers will then build the body of the motor caravan on the chosen chassis.
This may then lead to a slight increase in width. For example the Swift bolero 744 is on a Fiat
Ducato chassis and has a maximum width of 2.38 m where as the Burstner Brevio 641 also on a
Fiat Ducato chassis is only 2.10 m wide.
For all the 2017 Models the maximum width is 2.5 m
This would mean that a 2.5m wide parking space would allow a vehicle to park and the
occupants to exit the vehicle. With an additional 3 m (1.5 m either side) would mean than no
motor caravan is less than 3 m apart. So the total width of the parking bay would be 5.5 m.
If the parking bay is made any wider without some form of solid divider between the two, then
the extra space between vehicles could allow additional motor caravans to inadvertently park in
this area when the area becomes full.
Those using the bays should be encouraged to park in the centre of the bay; this can be
enforced through the use of appropriate signage.
If a solid barrier is used between pitches then the space between them could be wider.
There are a number of ways that parking bays can be delineated. A number of examples seen
throughout Europe are shown below.
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Gravel area with concrete markers, each bay is 5.1 m wide

Tarmac bays – Kent 3.4 m wide

Tarmac bay – France 5 m wide

Grass divider, bays 3m wide, 4.5 m grass area

Logs dividing bays.

Marker studs in gravel bays
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Recommendation
A parking bay width of 5.5 metres where no solid barrier is used between bays. Where a
solid barrier is used, then this barrier should allow a separation distance of at least 3
metres.

Fire Warning
There is a requirement under the Fire Safety Order to consider means for giving warning in case
of fire. As this is not a building then the normal type of fire warning systems would not be
appropriate. The parking area can be seen in a similar way to the common area of a purpose
built block of flats. Fire detection and alarm systems are not normally provided in the common
parts of blocks of flats. This has been the benchmark standard for many years.
All new motor caravans, and most other motor caravans have a smoke alarm fitted. Whether
this continues to work or not is a matter for the owner of the vehicle, similar to an individual
home.
With no person employed on site, there is no responsible person to be informed and to take
charge of actions, as there would be on a warden type campsite.
Similarly most car parks (exceptions being underground or part of a complex) do not have
automatic fire warning systems, or manual fire alarm systems due to the risk of vandalism.
Likewise for these types of sites any manual type fire alarm system would be likely to be subject
to misuse and damage rendering it in-effective.
Recommendation
An automatic or manual fire alarm system is not required.

Firefighting Equipment
Under the Fire Safety Order, there is a requirement to consider the means of fighting a fire in
order to safeguard the safety of relevant persons. Firefighting equipment is normally provided to
be used by trained staff to deal with a fire during its early stage. Such equipment should only
be used by those trained in its use. It is not considered appropriate or practicable for users of
the site to receive such training.
The HM Government fire safety risk assessment guidance confirms this, on page 23 it states
‘People with no training should not be expected to attempt to extinguish a fire….’
Again this is a common practice in purpose built blocks of flats and similarly to a fire warning
system, any such device provided in a public area would likely be subject to vandalism and
misuse making them ineffective in an emergency.
The fire service advice to those not trained in using firefighting equipment is to get out, stay out
and call the fire and rescue service out.
As no employee will be present on these types of sites, there is therefore no one to be trained to
use any form of firefighting equipment and therefore none should be provided.
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Recommendation
Firefighting equipment is not installed on sites.

Emergency Lighting
Emergency lighting is used to enable occupants of a building or area to find their way to a place
of total safety. The relevant DCLG fire safety risk assessment guide states “the primary
purpose of emergency escape lighting is to illuminate escape routes…”
As this is not a building there is no requirement for emergency lighting to be installed in the
area. Once a person is outside their motorhome they are in a place of total safety.
Recommendation
Emergency lighting is not required in the area.

Fire Safety Notices
Fire Safety notices can take two forms. Firstly exit signs to show persons the way out of a
building in an emergency. As a large open site, then there is no requirement for any form of exit
signage.
The second form of notice is information on what to do in an emergency.
An emergency action notice is required for the site. This should give the following information,
along with some examples;
What to do in the event of a fire
On discovering a fire;
a)
ensure the motor caravan or vehicle is evacuated
b)
alert occupants of nearby vehicles
c)
call the fire brigade dial 999 or 112 (the nearest telephone is sited at include
simple diagram showing location)
d)
The address of the site
[note 112 is the European emergency number and when dialled in the UK will have
the same effect as dialing 999]

Motor Caravan Spacing Requirements
In order to comply with the fire regulations, please park in the centre of the bay and
ensure that there is a minimum spacing of 3 metres between vehicles.
Fire Safety Information
To avoid the risk of fire, bonfires and barbeques are not permitted in this area
Given that it is likely that users of the sites may also be from Europe, consideration should be
given to providing the information detailed above in other languages. Most common signs seen
around Europe have information in English, French, German and Italian and this would seem an
appropriate selection.
These signs should be at strategic points around the site.
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Recommendation
Signage is provided on what to do in the event of a fire and other safety information at
strategic points around the site. Consideration is also given to providing this information
in languages other than English that reflects the likely users of the motor caravan
parking area.

Adrian Brown MBA FIFireE
Fire Decisions Limited
31/12/2020

- 17 Report date 31st December 2020

Documents Referenced
Approved Document B: Fire safety’ (Volume 2), Department for Communities and Local Government
(DCLG)
British Standards PAS 79: 2007, ‘Fire risk assessment – Guidance and a recommended methodology,
BSI, 2012
BS 5576:1998 Specification for fire safety features of camping tents, awnings, trailer tents and caravan
awnings.
Building Research Establishment BD2552 Fire spread in car parks
Building Research Establishment Information Paper IP 15/91 Fire spread between caravans
Caravan Sites and Control of Development Act 1960
Clayden, P., The law of mobile homes and caravans 3rd Ed. 2003 Shaw & Sons
CFPE-E No 20:2012 F Fire safety in camping sites
Department of Environment Circular No 14/89 Caravan sites etc. Act 1960 Model standards
Drysdale, D., An introduction to fire dynamics 2nd Ed. 2002 Wiley
Health and Safety Executive HSG 195 The event safety guide (Second edition) A guide to health, safety
and welfare at music and similar events5
HM Government Guide ‘Fire safety risk assessment: sleeping accommodation’, Department for
Communities and Local Government (DCLG)
Local Government Association – Fire Safety In Purpose-Built Blocks of Flats
Model Standards 2008 for Caravan Sites in England: Caravan Sites and Control of Development Act 1960
– Section 5
Model Standards 1989 : Holiday Caravan Sites, Caravan Sites and Control of Development Act, 1960
Section 5
Model Standards for Touring Caravan Sites 1983
NFPA 1194 Standard for Recreational Vehicle parks and Campgrounds
The Regulatory Reform (Fire Safety) Order 2005

- 18 -

Appendix 1

- 19 -

- 20 -

- 21 -

- 22 -

Appendix 2

- 23 -

- 24 -

- 25 -

- 26 -

- 27 -

- 28 -

- 29 -

